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SIZES & SPECIFICATIONS - CLAMP-ON POSTER HOLDERS 

PM1: Clamp-on acrylic poster holders 

POSTER  

SIZE  

Poster  
height x width  

*Overall 
width of 
holder  

*Centres for:  
Holder 

thickness  1.5mm 
wires 

6mm bars 

A0 portrait 1089x841mm 
865mm 875mm  881mm 

3mm 2-part holder, has acrylic clip for top 

A1 landscape 594x841mm 3mm has acrylic clip for top 

A1 portrait 841x594mm 
618mm 628mm  634mm 

3mm has acrylic clip for top 

A2 landscape 420x594mm 3mm has acrylic clip for top 

A2 portrait 594x420mm 
444mm 454mm  460mm 

3mm has acrylic clip for top 

A3 landscape 297x420mm 3mm  

A3 portrait 420x297mm 
331mm 341mm 347mm 

3mm  

A4 landscape 210x297mm 2mm  

A4 portrait 297x210mm 
234mm 244mm 250mm 

2mm  

A5 landscape 148x210mm 2mm  

A5 portrait 210x148mm 176mm 186mm 192mm 2mm  

A4 portrait x 2 297x210mm 456mm 466mm 472mm 2mm Multi-holders (double and triple A4P) - 

each section takes 1x A4P,  

12mm gaps between holders  A4 portrait x 3 297x210mm 678mm 688mm 694mm 2mm 

30x40” portrait 1016x762mm 
786mm 796mm 802mm 

3mm 2-part holder, has acrylic clip for top 

20”x30” landscape 508x762mm 3mm has acrylic clip for top 

20”x30” portrait 762x598mm 532mm 542mm 548mm 3mm has acrylic clip for top 

*Overall width of holder includes 12mm wings (and also any gaps between posters for multi-holders) 

 *Centres for wires or bars allows for the clamps and the thickness of the wires or bars. 

It is the distance required between the centres of the wires or bars to accommodate the holder. 

Holders are naturally double-sided - ie posters can be inserted back-to back to be seen on front and back. 

Acrylic clips are provided for the tops of holders of sizes A2 and larger, to ensure that these do not ‘open’ 

Holders are fabricated from clear acrylic.    

Holders in toughened material (PETG) can also be provided - please enquire 

Holders have single-thickness 12mm “wings” at either side to be gripped by clamps 

Holders can be made to order if required - different poster sizes, ‘wing’ sizes, acrylic thicknesses etc 

PLEASE ENQUIRE 

Additional information  


